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2.0 2.5 3.5 2.0 2.5 3.5 2.0 2.5 3.5 5.0 6.5 2.0 2.5 3.5
AJ040TXJ2KG/EU 4.0 ● ● ● ● ● ● ● ● ● ● ● ●
AJ050TXJ2KG/EU 5.0 ● ● ● ● ● ● ● ● ● ● ● ● ●
AJ052TXJ3KG/EU 5.2 ● ● ● ● ● ● ● ● ● ● ● ● ●
AJ068TXJ3KG/EU 6.8 ● ● ● ● ● ● ● ● ● ● ● ● ●
AJ080TXJ4KG/EU 8.0 ● ● ● ● ● ● ● ● ● ● ● ● ● ●
AJ100TXJ5KG/EU 10.0 ● ● ● ● ● ● ● ● ● ● ● ● ● ●

2.0 2.5 3.5 5.0 6.5 2 2.5 3.5 5.0 6.5
AJ040TXJ2KG/EU 4.0 ● ● ● ● ● ●
AJ050TXJ2KG/EU 5.0 ● ● ● ● ● ● ● ●
AJ052TXJ3KG/EU 5.2 ● ● ● ● ● ● ● ●
AJ068TXJ3KG/EU 6.8 ● ● ● ● ● ● ● ●
AJ080TXJ4KG/EU 8.0 ● ● ● ● ● ● ● ● ● ●
AJ100TXJ5KG/EU 10.0 ● ● ● ● ● ● ● ● ● ●

AJ026TN1DKG/EU
2.0 2.5 3.5 5.0 6.5 1.6 2.0 2.6 3.5 5.2 2.6 3.5

AJ040TXJ2KG/EU 4.0 ● ● ● ● ●
AJ050TXJ2KG/EU 5.0 ● ● ● ● ● ● ● ● ● ●
AJ052TXJ3KG/EU 5.2 ● ● ● ● ● ● ● ● ● ●
AJ068TXJ3KG/EU 6.8 ● ● ● ● ● ● ● ● ● ● ●
AJ080TXJ4KG/EU 8.0 ● ● ● ● ● ● ● ● ● ● ● ●
AJ100TXJ5KG/EU 10.0 ● ● ● ● ● ● ● ● ● ● ● ●

AJ026TNLPEG/EU

2.6 3.5 2.6 3.5 5.2
AJ040TXJ2KG/EU 4.0 ● ●
AJ050TXJ2KG/EU 5.0 ● ● ● ● ●
AJ052TXJ3KG/EU 5.2 ● ● ● ● ●
AJ068TXJ3KG/EU 6.8 ● ●
AJ080TXJ4KG/EU 8.0 ● ●
AJ100TXJ5KG/EU 10.0 ● ●

WindFree Premiere, 
Soapstone Charcoal
AR70H**C1ABNEUAR70H**C1AWNEU

WindFree Premiere

AR60F**C1AWNEU
WindFree - COMFORT S2 CEBU S2

AR50F**C1AHNEU

AR70H**CAAWNEU AR70H**CAABNEU

WindFree Premiere+
WindFree Premiere+, 
Soapstone Charcoal

AJ026TNJDKG/EU

LUZON S2

AR50F**C1BHNEU AJ0**TNNDKG/EU

●
●

AJ052BNMDEG/EU

5.2

●

Multi-split equipment compatibility

Outdoor unit Capacity, kW

Outdoor unit Capacity, kW

Outdoor unit Capacity, kW

Outdoor unit Capacity, kW

Indoor unit
Model

Indoor unit

Model

Console

WindFree - 1-way

cassette

Model

Model WindFree - 4-way 600 x 600 mini cassette

Indoor unit

Indoor unit

Ducted (low
static pressure)

Ducted
(medium static pressure)



AJ040TXJ2KG/EU AJ050TXJ2KG/EU AJ052TXJ3KG/EU AJ068TXJ3KG/EU AJ080TXJ4KG/EU AJ100TXJ5KG/EU

kW 4.0 5.0 5.2 6.8 8.0 10.0
kW 4.2 5.6 6.3 8.0 9.3 12.0

EER W/W 4.44 4.1 4.16 3.78 4.06 3.64
SEER W/W 8.54 8.54 8.51 7.75 7.75 8.00
COP W/W 4.67 4.38 4.77 4.42 4.37 4.26
SCOP W/W 4.64 4.64 4.60 4.32 4.10 4.32

2 2 3 3 4 5
°C -10-46 -10-46 -10-46 -10-46 -10-46 -10-46
°C -15-24 -15-24 -15-24 -15-24 -15-24 -15-24
mm 790 x 548 x 285 790 x 548 x 285 880 x 638 x 310 880 x 798 x 310 880 x 798 x 310 940 x 998 x 330
kg 32 33 44.5 57.5 57.5 76.5

1/4'' x 2 1/4'' x 2 1/4'' x 3 1/4'' x 3 1/4'' x 4 1/4'' x 5
3/8'' x 2 3/8'' x 2 3/8'' x2 + 1/2'' 3/8'' + 1/2'' x 2 3/8'' x2 + 1/2'' x 2 3/8'' x2 + 1/2'' x 3

m 30 30 50 50 70 75
min/max m 3/20 3/20 3/25 3/25 3/25 3/25

m 7.5 7.5 7.5 7.5 7.5 7.5
m 15 15 15 15 15 15

R32 R32 R32 R32 R32 R32
kg 0.98 1.18 1.55 2.00 2.00 2.70

- - 10 10 20 10
dB(A) 45 46 46 48 48 54
dB(A) 46 47 48 50 50 56
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

kW 0.9 1.22 1.25 1.80 1.97 2.75

kW 0.9 1.28 1.32 1.81 2.13 2.82

A C16 C16 C16 C20 C20 C25
mm² 3 x 2.5 3 x 2.5 3 x 2.5 3 x 2.5 3 x 2.5 3 x 4.0

1117 1283 1521 1773 2337 2880
1352 1553 1840 2145 2828 3485

Outdoor units
Heating | Cooling

No. of connectable indoor units
Cooling
Heating

Liquid inches
Gas inches
max. length

indoor-indoor

indoor-outdoor

Factory charge

Additional g/m
Cooling
Heating

Cooling
Heating

*Prices shown in the catalogue are for general information and comparison of similar products only.

Outdoor unit

System
parameters

Cooling capacity
Heating capacity

Operating temperatures

Price, EUR excl. VAT
Price, EUR incl. VAT

Pipe connections

Outdoor unit

Piping lengths

Power input

Refrigerant charge

Sound pressure

Power supply

Recommended circuit breaker
Recommended power cable

Dimensions (W x H x D)
Weight

Refrigerant

Height difference



WindFree Premiere+

AR70H07CAAWNEU AR70H09CAAWNEU AR70H12CAAWNEU

kW 2.0 2.5 3.5

kW 2.2 3.2 4.0

dB(A) 37/16 38/16 40/16

mm 889 x 299 x 230 889 x 299 x 230 889 x 299 x 230

kg 11.3 11.3 11.3

ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 3/8''
mm² 2 x 0.75 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0 3 x 1.0

698 817 908

845 989 1099

WindFree Premiere+, Soapstone Charcoal

AR70H07CAABNEU AR70H09CAABNEU AR70H12CAABNEU

kW 2.0 2.5 3.5
kW 2.2 3.2 4.0
dB(A) 37/16 38/16 40/16
mm 889 x 299 x 230 889 x 299 x 230 889 x 299 x 230
kg 11.3 11.3 11.3

ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 3/8''
mm² 2 x 0.75 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0 3 x 1.0

727 851 945
879 1029 1143

- Comfortable "WindFree" cooling mode
- Wi-Fi remote control
- AI airflow control (7 airflow directions)
- Radar motion sensor
- Antibacterial PM2.5 4-in-1 filter
- Smart dehumidification function
- Automatic hygienic self-cleaning function

Sound pressure (high/low)

Pipe connections Liquid + gas inches

*Prices shown in the catalogue are for general information and comparison of similar products only.

- Comfortable "WindFree" cooling mode
- Wi-Fi remote control
- AI airflow control (7 airflow directions)
- Radar motion sensor
- Antibacterial PM2.5 4-in-1 filter
- Smart dehumidification function
- Automatic hygienic self-cleaning function

Sound pressure (high/low)

Pipe connections Liquid + gas, inches

*Prices shown in the catalogue are for general information and comparison of similar products only.

Indoor unit

System
parameters

Cooling capacity

Heating capacity

Dimensions (W x H x D)

Weight

Power supply (indoor unit)

Recommended communication cable

Recommended power cable

Indoor
unit

Price, EUR excl. VAT

Price, EUR incl. VAT

Indoor unit
System

parameters
Cooling capacity
Heating capacity

Price, EUR excl. VAT
Price, EUR incl. VAT

Dimensions (W x H x D)
Weight
Power supply (indoor unit)

Recommended communication cable
Recommended power cable

Indoor
unit



WindFree Premiere

AR70H07C1AWNEU AR70H09C1AWNEU AR70H12C1AWNEU AR70H18C1AWNEU AR70H24C1AWNEU

kW 2.0 2.5 3.5 5.0 6.5
kW 2.2 3.2 4.0 6.0 7.4
dB(A) 37/16 38/16 40/16 41/25 45/27
mm 889 x 299 x 230 889 x 299 x 230 889 x 299 x 230 1055 x 299 x 230 1055 x 299 x 230
kg 10.5 10.5 10.5 13.3 13.3
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 1/2'' 1/4'' + 5/8''
mm² 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0

683 751 834 1282 1693
827 908 1009 1552 2048

WindFree Premiere, Soapstone Charcoal

AR70H07C1ABNEU AR70H09C1ABNEU AR70H12C1ABNEU

kW 2.0 2.5 3.5
kW 2.2 3.2 4.0
dB(A) 37/16 38/16 40/16
mm 889 x 299 x 215 889 x 299 x 215 889 x 299 x 215
kg 10.5 10.5 10.5
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 3/8''
mm² 2 x 0.75 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0 3 x 1.0

710 775 860
859 937 1040

- Comfortable "WindFree" mode
- Wi-Fi remote control
- AI airflow control (7 airflow directions)
- Antibacterial PM2.5 4-in-1 filter
- Smart dehumidification function
- Automatic hygienic self-cleaning function

Sound pressure (high/low)

Pipe connections Liquid + gas inches

*Prices shown in the catalogue are for general information and comparison of similar products only.

- Comfortable "WindFree" mode
- AI-controlled compressor operation
- Wi-Fi remote control
- AI airflow control (7 airflow directions)
- AI energy saving (SmartThings app)
- Antibacterial PM2.5 4-in-1 filter
- Smart dehumidification function
- Automatic hygienic self-cleaning function

Sound pressure (high/low)

Pipe connections Liquid + gas inches

*Prices shown in the catalogue are for general information and comparison of similar products only.

Price, EUR excl. VAT
Price, EUR incl. VAT

Dimensions (W x H x D)
Weight
Power supply (indoor unit)

Recommended communication cable
Recommended power cable

Indoor
unit

Price, EUR excl. VAT
Price, EUR incl. VAT

Indoor unit
System

parameters
Cooling capacity
Heating capacity

Indoor unit
System

parameters
Cooling capacity
Heating capacity

Dimensions (W x H x D)
Weight
Power supply (indoor unit)

Recommended communication cable
Recommended power cable

Indoor
unit



WindFree - COMFORT S2

AR60F07C1AWNEU AR60F09C1AWNEU AR60F12C1AWNEU AR60F18C1AWNEU AR60F24C1AWNEU

kW 2.0 2.5 3.5 5.0 6.5
kW 2.2 3.2 4.0 6.0 7.4
m³/h 594 618 642 996 1116
dB(A) 37/23 38/23 40/23 41/28 45/30
mm 820 x 299 x 215 889 x 299 x 215 889 x 299 x 215 1055 x 299 x 215 1055 x 299 x 215
kg 9.1 9.9 9.9 12.3 12.3
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 1/2'' 1/4'' + 5/8''
mm² 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0

423 466 516 795 1049
512 564 624 962 1270

CEBU S2

AR50F07C1AHNEU AR50F09C1AHNEU AR50F12C1AHNEU AR50F18C1AHNEU AR50F24C1AHNEU

kW 2.0 2.5 3.5 5.0 6.5
kW 2.2 3.2 3.5 6.0 7.4
m³/h 594 618 642 918 984
dB(A) 37/22 37/22 38/22 41/28 45/30
mm 820 x 299 x 215 820 x 299 x 215 820 x 299 x 215 1055 x 299 x 215 1055 x 299 x 215
kg 9.1 9.1 9.1 12.5 12.5
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 1/2'' 1/4'' + 5/8''
mm² 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0

337 371 412 634 838
408 449 499 767 1014

LUZON S2

AR50F07C1BHNEU AR50F09C1BHNEU AR50F12C1BHNEU AR50F18C1BHNEU AR50F24C1BHNEU

kW 2.0 2.5 3.5 5.0 6.5
kW 2.2 3.2 3.5 6.0 7.4
m³/h 594 618 642 918 984
dB(A) 37/22 37/22 38/22 41/25 45/27
mm 820 x 299 x 215 820 x 299 x 215 820 x 299 x 215 1055 x 299 x 215 1055 x 299 x 215
kg 9.1 9.1 9.1 12.5 12.5
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 1/2'' 1/4'' + 5/8''
mm² 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0

324 354 395 607 800
392 428 478 735 968

- Comfortable "WindFree" cooling mode
- Wi-Fi remote control
- Smart dehumidification function
- Automatic hygienic self-cleaning function

Sound pressure (high/low)

Pipe connections Liquid + gas inches

*Prices shown in the catalogue are for general information and comparison of similar products only.

- Wi-Fi remote control
- Dehumidification function
- Automatic heat exchanger drying

Sound pressure (high/low)

Pipe connections Liquid + gas inches

*Prices shown in the catalogue are for general information and comparison of similar products only.

- Wi-Fi remote control
- Dehumidification function
- Automatic heat exchanger drying

Sound pressure (high/low)

Pipe connections Liquid + gas inches

*Prices shown in the catalogue are for general information and comparison of similar products only.

Price, EUR excl. VAT
Price, EUR incl. VAT

Indoor unit

Airflow

Dimensions (W x H x D)
Weight
Power supply (indoor unit)

Recommended communication cable
Recommended power cable

Price, EUR excl. VAT
Price, EUR incl. VAT

Indoor unit
System

parameters
Cooling capacity
Heating capacity

Indoor unit

Airflow

Dimensions (W x H x D)
Weight
Power supply (indoor unit)

Recommended communication cable
Recommended power cable

Price, EUR excl. VAT
Price, EUR incl. VAT

Indoor unit
System

parameters
Cooling capacity
Heating capacity

Indoor unit
System

parameters
Cooling capacity
Heating capacity

Indoor unit

Airflow

Dimensions (W x H x D)
Weight
Power supply (indoor unit)

Recommended communication cable
Recommended power cable



AJ016TNNDKG/EU AJ020TNNDKG/EU AJ026TNNDKG/EU AJ035TNNDKG/EU AJ052TNNDKG/EU

PC4SUFMANW PC4SUFMANW PC4SUFMANW PC4SUFMANW PC4SUFMANW

AR-CH01E AR-CH01E AR-CH01E AR-CH01E AR-CH01E

kW 1.6 2.0 2.6 3.5 5.2
kW 2.0 2.2 2.9 3.8 5.6
dB(A) 33/29/24 33/29/24 33/29/24 35/31/27 39/36/32
mm 575 x 250 x 575 575 x 250 x 575 575 x 250 x 575 575 x 250 x 575 575 x 250 x 575
kg 11.5 11.5 11.5 11.5 11.8
mm 620 x 57 x 620 620 x 57 x 620 620 x 57 x 620 620 x 57 x 620 620 x 57 x 620
kg 2.7 2.7 2.7 2.7 2.7
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 1/2''
m 0.75 0.75 0.75 0.75 0.75

mm² 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0 3 x 1.0

766 785 835 907 1002
927 950 1010 1097 1213

AJ026TN1DKG/EU AJ035TN1DKG/EU

PC1NWFMANW PC1NWFMANW

AR-CH01E AR-CH01E

kW 2.6 3.5
kW 2.9 3.8
dB(A) 32/29/26 37/35/30
mm 970 x 135 x 410 970 x 135 x 410
kg 9.5 9.5
mm 1198 x 35 x 500 1198 x 35 x 500
kg 4.3 4.3
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8''
m 0.75 0.75

mm² 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0

809 917
979 1109

WindFree - 4-way 600 x 600 mini cassette

- WindFree cooling
- Four-way air discharge
- Automatic self-cleaning function
- Timer

Sound pressure Cooling (H/M/L)

Panel dimensions

Pipe connections Liquid + gas inches
Drain pump (max. lift height)

*Prices shown in the catalogue are for general information and comparison of similar products only.

WindFree - 1-way cassette

- WindFree cooling
- One-way air discharge
- Automatic self-cleaning function
- Timer

Sound pressure Cooling (H/M/L)

Panel dimensions

Pipe connections Liquid + gas inches
Drain pump (max. lift height)

*Prices shown in the catalogue are for general information and comparison of similar products only.

Recommended communication cable
Recommended power cable

Indoor unit

Indoor unit

System
parameters

Cooling capacity
Heating capacity

Panel
Controller

Dimensions (W x H x D)

Panel weight
Power supply (indoor unit)

Weight

Indoor unit

Price, EUR excl. VAT
Price, EUR incl. VAT

System
parameters

Cooling capacity
Heating capacity

Panel
Controller

Price, EUR excl. VAT
Price, EUR incl. VAT

Dimensions (W x H x D)
Weight

Panel weight
Power supply (indoor unit)

Recommended communication cable
Recommended power cable

Indoor unit



AJ026TNLPEG/EU AJ035TNLPEG/EU
MWR-WG00JN MWR-WG00JN

kW 2.6 3.5
kW 2.9 3.8
m³/h 547 569
Pa 0 /9.8 /29.4 0 /9.8 /29.4
dB(A) 33/29/23 34/30/25
mm 700 x 199 x 440 700 x 199 x 440
kg 15 15
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8''
m 0.75 0.75
mm² 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0

749 772
906 934

AJ052BNMDEG/EU
MWR-WG00JN

kW 5.2
kW 5.6
m³/h 839
Pa 0/19.6/50
dB(A) 33/29/23
mm 900 x 199 x 440
kg 18.9
ɸ, V, Hz 1ɸ, 220-240V, 50Hz

1/4'' + 1/2''
m 0.75
mm² 2 x 0.75
mm² 3 x 1.0

849
1027

MDP-Z075SZED

126
153

Ducted (low static pressure)

- Ability to cool multiple rooms simultaneously
- Built-in drain pump
- Automatic pressure loss calibration
- Automatic self-cleaning function
- Timer

External static pressure (min./std./max.)
Sound pressure Cooling (H/M/L)

Pipe connections Liquid + gas inches
Drain pump (max. lift height)

*Prices shown in the catalogue are for general information and comparison of similar products only.

Ducted (medium static pressure)

- Ability to cool multiple rooms simultaneously
- Automatic pressure loss calibration
- Automatic self-cleaning function
- Timer

External static pressure (min./std./max.)
Sound pressure Cooling (H/M/L)

Pipe connections Liquid + gas inches
Drain pump (max. lift height)

*Prices shown in the catalogue are for general information and comparison of similar products only.

Accessories

Drain
pump

Price, EUR excl. VAT
Price, EUR incl. VAT

Dimensions (W x H x D)
Weight
Power supply (indoor unit)

Price (excluding drain pump), EUR excl. VAT
Price (excluding drain pump), EUR incl. VAT

Recommended communication cable
Recommended power cable

Indoor unit

System
parameters

Cooling capacity
Heating capacity
Airflow (maximum)

Controller

Indoor unit

Indoor unit

System
parameters

Cooling capacity
Heating capacity
Airflow (maximum)

Indoor unit

Controller

Price, EUR excl. VAT
Price, EUR incl. VAT

Dimensions (W x H x D)
Weight
Power supply (indoor unit)

Recommended communication cable
Recommended power cable



AJ026TNJDKG/EU AJ035TNJDKG/EU AJ052TNJDKG/EU

kW 2.6 3.5 5.2
kW 2.9 3.8 5.6
dB(A) 36/32/27 38/35/30 43/39/32
mm 720 x 620 x 199 720 x 620 x 199 720 x 620 x 199
kg 15.7 15.7 15.7
ɸ, V, Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz 1ɸ, 220-240V, 50Hz

1/4'' + 3/8'' 1/4'' + 3/8'' 1/4'' + 1/2''

mm² 2 x 0.75 2 x 0.75 2 x 0.75
mm² 3 x 1.0 3 x 1.0 3 x 1.0

516 575 684
624 695 828

Console

- Air discharge downward (heating), upward (cooling)
- PM2.5 air filtration with antiviral and antibacterial coating
- Automatic self-cleaning function
- Timer

Sound pressure Cooling (H/M/L)

Pipe connections Liquid + gas inches

*Prices shown in the catalogue are for general information and comparison of similar products only.

Price, EUR excl. VAT
Price, EUR incl. VAT

Indoor unit
System

parameters
Cooling capacity
Heating capacity

Dimensions (W x H x D)
Weight
Power supply (indoor unit)

Recommended communication cable
Recommended power cable

Indoor unit



MWR-WG00JN 137 166

MWR-SH11N 167 202

MWR-SH00N

- ON/OFF

72 88

MRK-A10N - ON/OFF 52 62

AR-CH01E 85 102

MIM-B14 25 31

MRW-TA 33 40

MIM-B19N 127 154

MIM-H04EN 219 264

MCR-SME 113 134

MCM-C200 90 109

MIM-A00N 40 48

PC1NWCMANW 739 894

Model Description Price excl. VAT Price incl. VAT
Multifunction wired controller with color display - EN/FR/ES/DE/PT/NL

- Intuitive, user-friendly controller with color display
- Energy consumption measurement
- Integrated thermostat
- Control and adjustment of all available functions

Simplified wired controller (Touch)

- Signal receiver for wireless remote controller
- Temperature adjustment from the base setting (+/-3°C)
- Control and adjustment of all available functions

Simplified wired controller

- Fan speed control
- Mode and temperature selection
- Filter indicator reset
- Airflow direction selection
- Quiet mode activation
- Timer
Receiver kit for ducted unit

- Signal receiver for wireless remote controller
- Filter indication

Wireless Solar remote controller

- Control and adjustment of all available functions, WITH USB-C PORT

External contact interface module

- Indoor unit control via dry contact signal (key card, window sensor, etc.)
- Control of additional heating/cooling equipment via dry contact signal
- Error output for indication or backup source activation.

Room temperature sensor

- More accurate temperature measurement in the room or work zone
- Cable length 12 m

Modbus control module

Wi-Fi module
- Connection of up to 16 units

Motion sensor

Mode controller
- Sets the outdoor unit mode (Heat, Cool, Auto)
- Allows centralized setting of the desired mode, preventing the system from
switching between
heating and cooling modes

Module required to connect a wired controller to a
wall-mounted air conditioner

1-way cassette panel with PM1.0 air purification filter

*Prices shown in the catalogue are for general information and comparison of similar products only.

Accessories
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